














































































































@ - ; PROPOSED 92.43 WALL SIGN DETAILS
o February 25, 2008 - Rev. 0

) 1 3I_5II

8I_8 1/2"

Geo sqft =92.43 :

Bl_ou

¥

15-8"

ELECTRICAL REQUIREMENTS o | © Soales v 1

1-20 AMP CIRCUIT DEDICATED
STUBBED OUT IN THE MIDDLE

OF THESIGN,

FINAL HOOK UP BY SIGN INSTALLERS

SPECIFICATIONS:

1. STRUCTURE IS TO BE 1" MILLIKEN TUBING STAPLE SYSTEM.
THE FACE 1S ARLON WF BACKGROUND ‘
W/ ARLON VINYLS APPLIED. ‘ /
THE BACK IS WHITE OPAQUE BANNER FABRIC ‘ ——
THE SIDES ARE SKINNED W/ : :
PRE FINISHED .063 BLAGK ALUM. (NO RETAINERS) . T

[080" ALUM. RETURN

= JICP TYPE CLIP MTG.
I SYSTEM

!

2. INTERNALLY {LLUMINATED BY H.0. LAMPS: ]
ONE 16' SPREAD DOUBLE TOWARD THE BOTTOM \ @Z -
AND ONE &' SPREAD DOUBLE TO LIGHT UP THE P i TE%?F'%"

WORD "CALL". _ ‘ , L
THE RED AND WHITE PORTION OF THE FACE WILL - L :
BE COMPLETELY OPAQUE AT NIGHT. m@ | FBRIC BAcK

3. ALL COPY IS ARLON #25 TRANSLUCENT YELLOW. i T
BACK OPAQUE VINYL IN-LINE ON "VALUE FLACE". 5 : :

- WHITE, BLACK & RED (ARLON #220) AREAS TO BE o —— ; L i
OPAQUE VINYL APPLICATICN. : . mm.@s RO o |

C L:h::::dur:lnc. | °l

4. (8) 2" X 2" ANGLE CLIPS FOR MOUNTING. Lo Ereorais Son i
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PROPOSED 109.26 WALL SIGN DETAILS
Fatruary 25, 2008 - Rev. 0

e SPECIFICATIONS: -
SDEEPX 4" WIE- 1. ALUMINUM TOP SECTION: PAINTED FLAT BLACK WITH
CHANNEL 15mm CLEAR RED NEON BORDER IN A CHANNEL.
CHANNEL SECTION IS 4" DEEP WITH INTERIOR/EXTERIOR

. |
- —_—_ } PAINTED BLACK.
""_"”- 2. ALUMINUM CENTER CABINET: PAINTED TO MATCH
, ‘ PMS-186 RED WITH 15mm CLEAR RED NEON BORDER
ON FACE IN A CHANNEL.
CHARNELED HEQN BORDER DETAIL -~ CHANNEL SECTION IS 4" DEEP WITH INTERIOR/EXTERIOR
e o : PAINTED TO MATCH PMS-186 RED, .
T e 8. CENTER SECTION QF GABINET IS PAINTED SILVER METALLIC

Geo sqft = 109.26

/
15mm CLEAR
RED NEGN

L 127 %" ey WITH SPECIFIED ELECTRONIC MESSAGE UNIT INSTALLED
5 INTO CABINET SECTION,

! 6-3 34" - 4. LOWER "VALUE PLACE" |D CABINET:

A

- CABINET FACES AND FILLER PAINTED FLAT BLACK WITH:

>

B. VALUE PLACE: OPEN FACE CHANNEL LETTERS.
. C. 4" DEEP ALUMINUM RETURNS PAINTED TO MATCH
PMS-PROCESS YELLOW C.
D. INTERNALLY ILLUM. WITH SINGLE STROKE CLEAR GOLD
NEON.
E. EXTERNALLY ILLUMINATED WITH SINGLE STROKE CLEAR
GOLD NEON ALONG OUTSIDE OF LETTERS.
- F' “®" REGISTRATION MARK IS YELLOW #67 VINYL OVERLAY,
‘ 5. RED STRIPE CHANNEL STRUCTURE:

EC L.E.D. ELECTRONIC
OPTMESSAGE CESTER A. 4" DEEP ALUMINUM RETURNS PAINTED TO MATCH PMS-
- 48 x 96 PIXEL MATRIX 186 RED WITH RED TRIM CAP RETAINER.
= 20mm PITCH B. FACES ARE FLAT TRANSLUCENT WHITE PLASTIC WITH
- ! ' - #83 REGAL RED VINYL QVERLAY.
| i C. INTERNALLY ILLUMINATED WITH 15mm CLEAR RED NEON.
e K
R ‘
: | |
; P Cabinet Side Elevation
= N X
| f
13411 .
’ Scale; "' =1
e s
N Primary electrical service and the CATS
O dalra cra};ﬂe have to be in Separate conduits @E:::,':;’:,:?,M
T andthe conduits have to separated e
LI Inoerground by at east 12" ELECTRIC SioN
) : ) i Page 8 of 9 SES
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o, T | PROPOSED 25.56 MONUMENT AT 10' OAH
’ February 25, 2008 - Rev. ¢

L eoRE XA
CHANNEL
. 5 -. SPECIFICATIONS:
= ‘ 1. ALUMINUM TOP SECTION: PAINTED FLAT BLACK WiTH
. _ , 15mm CLEAR RED NEON BORDER IN A CHANNEL,
. f GHANNEL SECTION IS 4" DEEP WITH INTERIOR/EXTERIOR
.ﬂ Geo sqft = 25.56 S s PAINTED BLACK.
.. CHANNELED NEON BORDER DATAIL - 2. ALUMINUM CENTER CABINET: PAINTED TO MATCH
LoD o PMS-186 RED WITH 15mm CLEAR RED NEON BORDER
— ke e ON FACE IN A CHANNEL,
‘ &.o f T CHANNEL SECTION IS 4" DEEP WITH INTERIOR/EXTERIOR
— : - PAINTED TO MATCH PMS-186 RED.
. 3.1 . C g : 3. CENTER SECTION OF CABINET IS PAINTED SILVER METALLIC
L 7 o . WITH SPECIFIED ELECTRONIC MESSAGE UNIT INSTALLED
o ' ‘ INTO CABINET SECTION.
4. LOWER "VALUE PLACE" D CABINET:
- CABINET FACES AND FILLER PAINTED FLAT BLACK WITH:
B. VALUE PLACE: OPEN FACE CHANNEL LETTERS.
- C. 4” DEEP ALUMINUM RETURNS PAINTED TO MATGH
D

>

PMS-FROCESS YELLOW C.
- INTERNALLY ILLUM. WITH SINGLE STROKE CLEAR GOLD

NEGN.

E. EXTERNALLY ILLUMINATED WITH SINGLE STROKE CLEAR
GOLD NEON ALONG OUTSIDE OF LETTERS.

F._"®" REGISTRATION MARK IS YELLOW #67 VINYL OVERLAY.

5. HED STRIPE CHANNEL STRUCTURE:

A. 4" DEEP ALUMINUM RETURNS PAINTED TO MATCH PMS-
186 RED WITH RED TRIM CAP RETAINER.

B. FACES ARE FLAT TRANSLUCENT WHITE PLASTIC WITH
#83 REGAL RED VINYL OVERLAY.

C. INTERNALLY ILLUMINATED WITH 15mm CLEAR RED NEON.

OPTEC LE.D. ELECTRONIC
MESSAGE CENTER
48 x 96 PIXEL MATRIX
20mm PITCH

Cabinet Side Elevation

‘Scale: 3/8" = 1"

ELECTRICAL 10 USE L1 LIFTED
COMPOHENTS AND SHALL MEET N.EL. STAMDARDE

L N Primary electrical service and the GATS Urderwritars
€ daia cable have to be in separate conduils | @uh,mﬂ"u Inc.

¥ andthe conduils have to separated
E_undergmund by at laast 12~ ELECTRIC SIGN
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