Case No. CU-SPR-TRV25-09
Meeting Date: November 12, 2025

TO: HEARINGS OFFICER

FROM: LISA ANDERSON-OGILVIE, AICP
DEPUTY COMMUNITY PLANNING AND DEVELOPMENT DIRECTOR AND
PLANNING ADMINISTRATOR

SUBJECT: CONDITIONAL USE, CLASS 3 SITE PLAN REVIEW, TREE VARIANCE CASE
NO. CU-SPR-TRV25-09; FOR PROPERTY LOCATED AT 375 MADRONA
AVENUE S
AMANDA NO. 25-113263-PLN

REQUEST

Summary: A consolidated application for a Conditional Use Permit, Class 3 Site Plan Review,
and Tree Variance for a new building and site improvements for a Religious Assembly use.

Request: A consolidated application for a Conditional Use Permit, Class 3 Site Plan Review,
and Tree Variance for a new building, parking lot reconfiguration, and other site improvements
for a Religious Assembly use. The subject property is approximately 4.26 acres in size, zoned
RM-II (Multiple Family Residential-Il) and RS (Single-Family Residential), and located at 375
Madrona Avenue S (Marion County Assessor’'s Map and Tax Lot Number: 083WO04AD / 7800).

A vicinity map illustrating the location of the property is attached hereto and made a part of this
staff report (Attachment A).

APPLICANT: Britany Randall, Brand Land Use LLC
OWNERS: Salem Heights Church of Salem

APPLICATION PROCESSING

On June 26, 2025, a consolidated application for a Conditional Use Permit, Class 3 Site Plan
Review, and four Class 2 Adjustments was accepted for processing for the subject property.
During completeness review, it was determined that the four Class 2 Adjustments were not
required and were requested to be removed. A Tree Variance was determined to be required
for the proposed development and was also added to the consolidated application. After
receiving additional information, the application was deemed complete for processing on
October 21, 2025. The 120-day state mandated decision deadline for this application is
February 18, 2026.

The public hearing before the City of Salem Hearings Officer is scheduled for November 12,
2025, at 5:30 p.m. at the Salem Police Department, 333 Division Street NE. A request for
comments was sent to surrounding property owners and residents on October 21, 2025. Public
hearing notice was also posted on the property on October 29, 2025, 14 days prior to the
hearing, pursuant to SRC requirements.

PROPOSAL
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The application under review by the Hearings Officer is a consolidated application for a
Conditional Use Permit, Class 3 Site Plan Review, and four Class 2 Adjustments for
development located at 375 Madrona Avenue S.

The Conditional Use Permit is required per SRC 700.005(d) to allow the proposed
development to deviate from the Special Use Standards of SRC 700.055 for a Religious
Assembly use. A new 4,500 square-foot accessory structure and reconfiguration of the existing
off-street parking area is proposed.

SUMMARY OF RECORD

The following items are submitted to the record and are available: 1) all materials and
testimony submitted by the applicant, including any applicable professional studies such as
traffic impact analysis, geologic assessments, stormwater reports, and; 2) materials, testimony,
and comments from public agencies, City Departments, neighborhood associations, and the
public. All application materials are available on the City’s online Permit Application Center at
https://permits.cityofsalem.net. You may use the search function without registering and enter
the permit number listed here: 25 113263.

APPLICANT’S MATERIALS

The proposed site plan submitted by the applicant is included as Attachment B, and the
written statement provided by the applicant addressing the applicable approval criteria along
with all other submitted information is available in the record as indicated above.

FACTS AND FINDINGS

1. Salem Area Comprehensive Plan (SACP) Designation

The Salem Area Comprehensive Plan (SACP) map designation for the subject property is
“Single Family Residential.” The subject property is within the Urban Growth Boundary and the
Urban Service Area.

2. Zoning and Surrounding Land Uses

The subject property is primarily zoned RM-II (Multiple Family Residential-11) with a small
portion zoned RS (Single-Family Residential). The zoning and uses of the surrounding
properties include:

North: RS (Single-Family Residential)

South: Across Madrona Avenue S; RM-II (Multiple Family Residential-11) and MU-I (Mixed
Use-l)

East: PE (Public and Private Educational Services)

West: RS (Single-Family Residential) and RM-II (Multiple Family Residential-Il)


https://permits.cityofsalem.net/
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3. Site Analysis

The subject property at 375 Madrona Avenue S is approximately 4.26 acres in size with
frontage on Madrona Avenue S and Winola Avenue S. The property is improved with a 51,462
square-foot building for a Religious Assembly use, along with a 3,616 square-foot accessory
structure and an off-street parking area with 213 spaces. A new 4,500 square-foot accessory
structure is proposed for the existing Religious Assembly use, along with reconfiguration of the
adjacent off-street parking area which reduces the number of vehicle parking spaces from 213
to 212.

A. Circulation & Access

The subject property is an irregularly shaped lot that abuts Madrona Avenue S along its
southern boundary and Winola Avenue S along part of its northwestern boundary. Vehicle
access to the property is provided via existing driveways onto Madrona Avenue S, Winola
Avenue S, and from the abutting property with a Joint Parking Agreement with the Salem-
Keizer School District.

Madrona Avenue S is designated as a Minor Arterial street within the Salem Transportation
System Plan (TSP), requiring a minimum right-of-way width of 72 feet, or a 36-foot half-
width right-of-way. Half-street improvements to Madrona Avenue S, including dedication of
right-of-way, pavement widening, and construction of property line sidewalk and
landscaping, were complete with the auditorium addition to Salem Heights Church in 2002
(02-101642-BP). Therefore, no additional right-of-way dedication or improvements are
required to Madrona Avenue S.

Winola Avenue S is designated as a Local street in the Salem TSP, requiring a minimum
right-of-way width of 60 feet, or a 30-foot half-width right-of-way. Winola Avenue S is fully
improved with curb and sidewalk along the property frontage, with an alternative street
standard per SRC 803.065(a)(3) is authorized to reduce the total right-of-way width
requirement to 50 feet along the frontage of the subject property. Therefore, no additional
improvements or right-of-way dedication is required along Winola Avenue S.

B. Natural Features

Trees: The City’s tree preservation ordinance (SRC Chapter 808) protects Heritage Trees,
Significant Trees (including Oregon White Oaks with diameter-at-breast-height (dbh) of 20
inches or greater and any other tree with a dbh of 30 inches or greater, with the exception
of Tree of Heaven, Empress Tree, Black Cottonwood, and Black Locust), trees and native
vegetation in Riparian Corridors, and trees on lots and parcels 20,000 square feet or
greater. The tree preservation ordinance defines “tree” as, “any living woody plant that
grows to 15 feet or more in height, typically with one main stem called a trunk, which is ten
inches or more dbh, and possesses an upright arrangement of branches and leaves.”

There are 62 trees shown on the applicant’s site plan, 11 of which are classified as
Significant Trees. The 40-inch dbh tree shown in the northeast portion of the property has
since been removed with a Tree Removal Permit, Case No. TRP25-32. The proposed
development designates six trees for removal, including one Significant 28-inch dbh Oak
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tree. The removal of the 28-inch dbh Oak tree requires a Tree Variance, the findings of
which are within Section 8 of this staff report.

Wetland: The Salem-Keizer Local Wetland Inventory (LWI) shows that there are no hydric
soils and/or linear wetland area(s) mapped on the property.

Floodplain: The Floodplain Administrator has reviewed the Flood Insurance Study and
Flood Insurance Rate Maps and has determined that no floodplain or floodway areas exist
on the subject property.

Landslide Hazards: According to the City’s adopted landslide hazard susceptibility maps
and SRC Chapter 810 (Landslide Hazards), there are no mapped landslide hazard areas
on the subject property.

4. Neighborhood and Public Comments
The subject property is located within the Faye Wright Neighborhood Association.

Applicant Neighborhood Association Contact: SRC 300.310 requires an applicant to contact
the neighborhood association(s) whose boundaries include, and are adjacent to, property
subject to specific land use application requests. Pursuant to SRC 300.310(b)(1), land use
applications included in this proposed consolidated land use application request require
neighborhood association contact. Notice was provided on August 13, 2025, to the
neighborhood association via email.

Neighborhood Association Comment: Notice of the application was provided to the SouthWest
Association of Neighbors (SWAN) pursuant to SRC 300.520(b)(1)(B)(v), which requires notice
to be sent to any City-recognized neighborhood association whose boundaries include, or are

adjacent to, the subject property. As of the date of completion of this staff report, no comments
have been received from the neighborhood association for the proposed development.

Homeowners’ Association: The subject property is not located within a Homeowners’
Association.

Public Comment: Notice was also provided, pursuant to SRC 300.520(b)(1)(B)(iii), (vi), & (vii),
to all property owners and tenants within 250 feet of the subject property. As of the date of
completion of this staff report, no public comments have been received.

5. City Department and Public Agency Comments

Notice of the proposal was provided to City Departments, public agencies, and to public &
private service providers. The following comments were received:

A. The City of Salem Building and Safety Division reviewed the proposal and indicated no
objections, though they stated that all applicable ORSC code provisions should be
followed, and building permits will be required for the proposed development.

B. The Public Works Department reviewed the proposal and indicated no objections.
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6. Analysis of Conditional Use Approval Criteria

SRC Chapter 240.005(a)(1) provides that no building, structure, or land shall be used or
developed for any use which is designated as a conditional use in the UDC unless a
conditional use permit has been granted pursuant to this Chapter.

Salem Revised Code (SRC) 240.005(d) sets forth the following criteria that must be met before
approval can be granted to an application for a Conditional Use Permit. The following
subsections are organized with approval criteria shown in bold italic, followed by findings
evaluating the proposal’s conformance with the criteria. Lack of compliance with the following
criteria is grounds for denial of the Conditional Use Permit application, or for the issuance of
certain conditions to ensure the criteria are met.

SRC 240.005(d)(1): The proposed use is allowed as a conditional use in the zone;

Finding: The subject property is zoned RM-II (Multiple Family Residential-Il) and RS (Single-
Family Residential), both of which permit Religious Assembly uses subject to the Special Use
Standards of SRC 700.055. Deviation from the Special Use Standards of SRC 700.055 is only
permitted with approval of a Conditional Use Permit per SRC 700.005(d); therefore, as the
proposed development does not meet all applicable standards of SRC 700.055, a Conditional
Use Permit is required to allow the deviation.

SRC 240.005(d)(2): The reasonably likely adverse impacts of the use on the immediate
neighborhood can be minimized through the imposition of conditions;

Finding: The proposed development is for a new accessory building for an existing Religious
Assembly use along with reconfiguration of an existing off-street parking area. However, as the
standards proposed for deviation are found within the Special Use Standards of SRC 700.055,
they can only be modified through approval of a Conditional Use Permit rather than an
Adjustment in SRC Chapter 250. Of the Special Use Standards within SRC 700.055, the
following deviations are proposed:
1) To allow the development to comply with the less restrictive development standards of
the RM-Il zone rather than the RS zone, as required by SRC 700.055(a);
2) To allow 50 feet of frontage along Winola Avenue S when 150 feet of frontage is
required in the RM-II zone per SRC 700.055(f); and
3) To allow the proposed accessory structure to be setback approximately nine-and-a-half
feet from the interior side property line when 12 feet is required per SRC 700.055(g)

Of the approximately 4.26-acre property (185,566 square feet), only about 3,108 square feet is
zoned RS (Single-Family Residential), with the remaining property zoned RM-II (Multiple
Family Residential-Il). Since the property is split-zoned into RS and RM-II, the more restrictive
standards of the RS zone apply per SRC 700.055(a). While the purpose of this standard is to
allow greater cohesion of a Religious Assembly use into lower-density zones where present,
as only approximately 1.7 percent of the property is zoned RS, and the RS-zoned portion is
present due to a previous Property Line Adjustment with the adjacent property, this standard is
not applicable for the property or the proposed development.
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Similarly, while the purpose of the minimum street frontage standard is to ensure adequate
roadway access is present, the existing layout of the property and purpose of the driveway
onto Winola Avenue S make this standard inapplicable for the existing Religious Assembly
use. The driveway entrance onto Winola Avenue is adjacent to single-family dwellings on the
corner of a low-density residential neighborhood, and access is restricted to school busses
during specific times and is signed as such. This driveway entrance also provides access for
fire trucks to meet applicable fire code standards. Furthermore, the primary entrance to the
property abutting Madrona Avenue S exceeds the 150-foot standard by 16 feet, further
exceeding this standard when considering the driveways onto Madrona Avenue that are
present on the adjacent property, for which the Joint Parking Agreement guarantees access.

To ensure impacts to the properties along Winola Avenue S are minimized, the following
condition is recommended:

Condition 1:  The driveway abutting Winola Avenue S shall be restricted to school busses,
fire department vehicles, and other official vehicles.

The proposed accessory structure is meeting most of the minimum setback standards;
however, there are areas on the western interior side property line measuring less than the 12-
foot standard. The location of the accessory structure was chosen due to existing site
conditions, including topography and the location of existing Significant Trees. However, to
minimize the impact to the adjacent residential properties due to the reduced accessory
structure setbacks, the following condition is recommended:

Condition 2:  Where not meeting the minimum 12-foot setback along the interior side
property line, sight-obscuring landscaping shall be planted.

Therefore, as the Religious Assembly use is preexisting, the area of property zoned RS is less
than two percent of the property’s square footage, the nonconforming street frontage is not the
primary entrance of the property, and as conditioned above, the reasonably likely adverse
impacts on the immediate neighborhood are effectively minimized.

SRC 240.005(d)(3): The proposed use will be reasonably compatible with and have
minimal impact on the livability or appropriate development of surrounding property.

Finding: The purpose of the Special Use Standards of SRC 700.055 is to minimize the
impacts of Religious Assembly uses on surrounding residential neighborhoods through
restrictions such as seating capacity and lot size based on existing street frontage and
roadway access. The use of the property as a Religious Assembly is not changing as part of
the proposed development, and neither is the zoning or lot dimensions. For the proposed
development of an accessory structure, a condition of approval for additional sight-obscuring
landscaping is proposed to minimize any adverse impacts from the reduced setback of
approximately nine-and-a-half feet from the standard of 12 feet. As the maijority of the property
will not be modified as part of the proposed development, and the proposed modifications are
shown to be meeting standards or have been conditioned to minimize impacts, the proposed
development will be reasonably compatible with and have minimal impact on the livability and
appropriate development of surrounding property.
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7. Analysis of Class 3 Site Plan Review Approval Criteria

Salem Revised Code (SRC) 220.005(f)(3) provides that an application for a Class 3 Site Plan
Review shall be granted if the following criteria are met. The following subsections are
organized with approval criteria, followed by findings of fact upon which the decision is based.
Lack of compliance with the following criteria is grounds for denial or for the issuance of
Conditions of Approval to satisfy the criteria.

SRC 220.005(f)(3)(A): The application meets all applicable standards of the UDC.

Finding: The proposal is for a new 4,500 square-foot ministry building for an existing Religious
Assembly use, along with reconfiguration of an existing off-street parking area and other site
improvements. The subject property is zoned RM-II (Multiple Family Residential-Il) and RS
(Single-Family Residential), both of which allow Religious Assembly uses as a Special Use. As
conditioned, the proposed development complies with all applicable development standards of
the UDC and Salem Revised Code as follows:

% ZONING AND DEVELOPMENT STANDARDS

SRC Chapter 700 — Special Use Standards
» Religious Assembly Special Use Standards

SRC 700.055(a)
Where a development site is located in two or more zones, the entire development site shall
comply with the more restrictive development standards of the zones involved.

Finding: The development site is primarily located within the RM-Il zone; however, it also has
a portion which is zoned RS. Therefore, the applicant has requested that the proposed
development be subject only to the less restrictive development standards of the RM-Il zone.
As the property will remain split-zoned RS and RM-II, the following condition is recommended:

Condition 3:  Approval of deviation from the more restrictive standards of the RS zone shall
be limited to the proposed development only. Future development within the
area of the property zoned RS shall adhere to the applicable standards
unless adjusted through a future Conditional Use Permit.

SRC 700.055(b)

Notwithstanding SRC Chapter 270, existing nonconforming religious assemblies that are
substantially damaged or destroyed by any cause may be rebuilt provided that the degree of
nonconformity is not increased. For purposes of this section, "existing nonconforming religious
assemblies" are religious assemblies that were nonconforming on February 25, 1993.

Finding: The proposed development is for a new building and off-street parking area
reconfiguration. As no nonconforming structures are being rebuilt following significant damage
or destruction, this standard is not applicable.

SRC 700.055(c) — Seating Capacity.
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The seating capacity of the largest space within a religious assembly shall not exceed the
standards set forth in Table 700-3. Where seating is provided in the form of fixed individual
seating, one fixed individual seat equals one seat. Where seating is provided in the form of
fixed benches, two feet of fixed bench length equals one seat. In areas where portable seating
is provided, 15 square feet of floor area equals one seat. Maximum seating capacity cannot be
modified through conditional use approval.

Per Table 700-3, property located in the RM-Il zone allows for a maximum seating capacity of
500 when located on lots abutting a Collector or Arterial street with less than 250 feet of
frontage on such streets. There is no maximum seating capacity for lots abutting a Collector or
Arterial street with more than 250 feet of frontage on such streets.

Finding: The subject property has approximately 164 feet of frontage on Madrona Avenue S,
a Minor Arterial street. In 1996, the property owner (Salem Heights Church) applied for a Code
Interpretation, asserting that their property frontage should be combined with that of the
abutting elementary school, as the church utilized the school’s parking area for their use. The
property was entirely zoned RM-II at the time; therefore, the seating capacity standards for a
Religious Assembly use in the RM-Il zone were applied. City Council approved the Code
Interpretation (Resolution 96-147) finding that when combined with Salem Heights Elementary
School, a total of 294 feet of frontage exists along Madrona Avenue S. The existing Religious
Assembly use has a primary worship area with a stated seating capacity of 630, with the new
building not adding to the seating capacity.

Based on the previous Code Interpretation, no maximum seating capacity is applicable to the
existing Religious Assembly use. A condition of the Code Interpretation approval required that
a legal agreement be executed between the church and school district for a Joint Parking
Agreement. While the City no longer has a minimum parking standard, the agreement is
needed to meet the minimum frontage requirement for exceeding a maximum seating capacity
of 500. Therefore, the following condition is recommended:

Condition 4:  The Joint Parking Agreement required as a condition of the approved Code
Interpretation (City Council Resolution 96-147) shall remain in place.

SRC 700.055(d) — Locational Standards.
Religious assemblies shall be located on streets as set forth in Table 700-4.

Finding: A Religious Assembly use in the RM-Il zone is required to have frontage on a
Collector or Arterial street when exceeding a seating capacity of 500. As previously discussed,
the existing use has a seating capacity of 630, which is not proposed to expand as part of the
proposed development. The approved Code Interpretation determined the property has 294
feet of frontage along Madrona Avenue S, a Minor Arterial street. As conditioned above, this
standard is met with the previous Code Interpretation approval.

SRC 700.055(e) — Access.
Access to religious assemblies may be provided from Local, Collector, or Arterial streets.
Access provided from a Local street shall conform to the standards set forth in Table 700-5.
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Finding: For a Religious Assembly use in the RM-Il zone, access points are required to be
located no more than 125 feet away from a Collector or Arterial street. The development site
has an access point onto Winola Avenue S—a Local street—on the northwestern side of the
property, and an access point onto Madrona Avenue S—a Minor Arterial street—on the
southern side of the property. The primary access to the use is from Madrona Avenue S, with
secondary access to the Local street (Winola Avenue) limited to school busses and other
official school district vehicles. Since they have access onto an Arterial street, this standard is
met.

SRC 700.055(f) — Lot Standards.

Maximum lot area and minimum street frontage requirements for religious assemblies are set
forth in Table 700-6. The lot standards identified in Table 700-6 apply to an individual lot, or
contiguous lots when two or more lots under a single ownership are combined to
accommodate the development. For purposes of this subsection, contiguous lots shall include
lots that are separated by an alley.

Finding: For a Religious Assembly use in the RM-II zone, no lot area limitation is applicable
when located along a Collector or Arterial street with at least 250 feet of frontage. The property
is approximately 4.26 acres in size, with lot areas of more than 3.5 acres only permitted if the
property has at least 250 feet of frontage along a Collector or Arterial street. As previously
discussed, the site was determined to have 294 feet of frontage along Madrona Avenue S, a
Minor Arterial street, meeting the standard.

Furthermore, a minimum of 150 feet of frontage is also required per street per Table 700-6.
The property has approximately 162 feet of frontage along Madrona Avenue S; however, as
there is only approximately 50 feet of frontage along Winola Avenue S, a deviation to this
standard has been requested as part of the Conditional Use Permit addressed above.

SRC 700.055(g) — Setbacks.
Setbacks for religious assemblies shall be provided as set forth in Table 700-7.

Abutting Street

Northwest and South: Adjacent to the northwest is right-of-way for Winola Avenue S, and
adjacent to the south is right-of-way for Madrona Avenue S. For buildings and accessory
structures in the RM-II zone, a minimum 12-foot setback is required for structures not more
than 25 feet in height. Buildings and accessory structures greater than 25 feet in height require
a minimum setback of 12 feet, plus an addition two feet of setback for each five feet in height
over 25 feet. Vehicle use areas require a minimum 12-foot setback.

Finding: Where abutting Winola Avenue S, the proposed development is less than 25 feet in
height and is setback more than 12 feet from the street-abutting property line, meeting the
standard. A driveway connects to Winola Avenue S, but no other vehicle use area is present,
meeting the standard. Landscape and irrigation plans will be further reviewed for conformance
with the requirements of SRC Chapter 807 at the time of building permit review.

Interior Property Lines
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North, South, East, and West: Adjacent to the north and west is property zoned RS (Single-
Family Residential), adjacent to the south is property zoned RM-II (Multiple Family Residential-
II), and adjacent to the east is property zoned PE (Public and Private Educational Services).
For buildings and accessory structures in the RM-1l zone, a minimum 12-foot setback is
required for structures not more than 25 feet in height. Buildings and accessory structures
greater than 25 feet in height require a minimum setback of 12 feet, plus an additional two feet
of setback for each five feet in height over 25 feet. Vehicle use areas require a minimum five-
foot setback, with a minimum 15-foot setback required when abutting a residential zone.

Finding: The proposed 4,500 square-foot building is approximately 20 feet in height and
setback approximately 42 feet from the northern property line, 147.5 feet from the interior
southern property line, 315 from the eastern property line, and nine-and-a-half feet from the
western property line. As the proposed building is setback less than 12 feet from the western
interior property line, the applicant has requested a deviation from this standard.

SRC 700.055(h) — Lot Coverage; Height.
Buildings and accessory structures for religious assemblies shall conform to the lot coverage
and height standards set forth in Table 700-8.

Finding: For a Religious Assembly use in the RM-II zone, the maximum lot coverage
requirement is 40 percent for an individual lot, or contiguous lots when multiple lots are
combined under a single ownership to accommodate the development. For the purpose of this
requirement, contiguous shall include lots that are separated by an alley. As the lot coverage
for all existing and proposed buildings is less than 40 percent, and height limitations are not
applicable to property in the RM-Il zone, these standards are met.

SRC 700.055(i) — Off-Street Parking.
(1) Location.
(A) Off-street parking may be located on-site or off-site. When parking is provided
off-site, it shall be located:
(i) On alot or lots that are contiguous to the lot containing the main building or
use; or
(i) Within 600 feet of the lot containing the main building or use, on a lot or lots
within a nonresidential zone.
(B) For the purposes of this subsection, contiguous shall include a lot or lots that are
separated from the lot containing the main building or use by an alley.
(2) Screening. Off-street parking areas shall be screened from abutting residential zoned
property as provided in SRC 806.

Finding: The off-street parking area is located on-site, with Type A landscaping required for
abutting interior property lines per SRC 806.035. Where modified, landscaping and appropriate
setbacks are shown for the off-street parking area. This standard is met.

SRC 700.055(j) — Landscaping.
All lot area not developed for buildings, structures, sports fields, parking, loading, or driveways
shall be landscaped as provided in SRC Chapter 807.
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Finding: Per SRC 807.015(a), where landscaping is required under the UDC without a
reference to a specific landscaping type, the required landscaping shall meet the Type A
standard. While the property appears to have appropriate landscaping, a Landscaping Plan for
the property has not been provided. Therefore, the following condition is recommended:

Condition 5: A Landscaping Plan showing Type A landscaping for all areas not specified
by SRC 700.055(j) for the property shall be provided prior to building permit
issuance.

SRC 700.055(k) — Related Uses.

Schools, day care facilities, kindergartens, meeting facilities for clubs and organizations, and
other similar activities operated primarily for the purpose of religious instruction, worship,
government of the church, or the fellowship of its congregation shall be permitted. When such
activities are not operated primarily for the purpose of religious instruction, worship,
government of the church, or the fellowship of its congregation, the activities shall be allowed
only if they are an allowed use in the zone.

Finding: All buildings located on the property are operated in relation to the primary Religious
Assembly use; therefore, this standard is met.

SRC Chapter 800 — General Development Standards
= Solid Waste Service Areas

SRC 800.055(a) — Applicability.

Solid waste service area design standards shall apply to all new solid waste, recycling, and
compostable services areas, where use of a solid waste, recycling, and compostable
receptacle of one cubic yard or larger is proposed.

Finding: The proposed development does not include any new or modified solid waste service
areas with capacity greater than one cubic yard; therefore, this section is not applicable.

=  Pedestrian Access

SRC 800.065 — Applicability.

Except where pedestrian access standards are provided elsewhere under the UDC, all
developments, other than single family, two family, three family, four family, and multiple family
developments, shall include an on-site pedestrian circulation system developed in
conformance with the standards in this section. For purposes of this section development
means the construction of, or addition to, a building or accessory structure or the construction
of, or alteration or addition to, an off-street parking or vehicle use area. Development does not
include construction of, or additions to, buildings or accessory structures that are less than 200
square feet in floor area.

Finding: The proposal includes development of a new building and modification of a vehicle
use area; therefore, the pedestrian access standards of SRC Chapter 800 apply.

SRC 800.065(a) — Pedestrian Connections Required.



CU-SPR-TRV25-09 Staff Report
For the meeting of November 12, 2025
Page 12

The on-site pedestrian circulation system shall provide pedestrian connectivity throughout the
development site as follows:

(1) Connection between Entrances and Streets
(A) A pedestrian connection shall be provided between the primary entrance of each
building on the development site and each adjacent street. Where a building has more
than one primary building entrance, a single pedestrian connection from one of the
building’s primary entrances to each adjacent street is allowed; provided each of the
building's primary entrances are connected, via a pedestrian connection, to the
required connection to the street.

Finding: Pedestrian connections are shown between the proposed accessory structure and
existing church office and Winola Avenue S, though a connection is not provided from these
structures to Madrona Avenue S on the subject property. Therefore, the following condition is
recommended:

Condition 6: Prior to building permit issuance, a pedestrian connection shall be provided to
Madrona Avenue S, unless an easement or written approval is granted with
the adjacent property to utilize their existing pedestrian access, or a Class 2
Adjustment is approved.

(B) Where an adjacent street is a transit route and there is an existing or planned transit
stop along street frontage of the development site, at least one of the required
pedestrian connections shall connect to the street within 20 feet of the transit stop.

Finding: No existing or planned transit stops are located along the street frontage of the
property. Therefore, this standard is not applicable.

(2) Connection between Buildings on the Same Development Site.
(A) Where there is more than one building on a development site, a pedestrian
connection, or pedestrian connections, shall be provided to connect the primary
building entrances of all of the buildings.

Finding: Pedestrian connections are present between the two accessory buildings on the
property, though a connection on the property is not present between these buildings and the
primary building. As conditioned above, the applicant will meet this standard.

(3) Connection through Off-Street Parking Areas.

(A) Surface parking areas. Except as provided under subsection (a)(3)(A)(iii) of this
section, off-street surface parking areas greater than 25,000 square feet in size, or
including four or more consecutive parallel drive aisles shall include pedestrian
connections through the parking area to the primary building entrance as provided in
this subsection.

Finding: The modified portion of the existing off-street parking area is less than 25,000 square
feet in size; therefore, this standard is not applicable.
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(B) Parking structures and parking garages. Where an individual floor of a parking
structure or parking garage exceeds 25,000 square feet in size, a pedestrian
connection shall be provided through the parking area on that floor to an entrance/exit.

Finding: The property does not include any existing or proposed parking structures or
garages; therefore, this standard is not applicable.

(4) Connection to Existing or Planned Paths and Trails. Where an existing or planned path
or trail identified in the Salem Transportation System Plan (TSP) or the Salem
Comprehensive Parks System Master Plan passes through a development site, the
path or trail shall:

(A) Be constructed, and a public access easement or dedication provided; or

(B) When no abutting section of the trail or path has been constructed on adjacent
property, a public access easement or dedication shall be provided for future
construction of the path or trail.

Finding: There are no planned paths or trails passing through or adjacent to the property;
therefore, this standard is not applicable.

(5) Connection to Abutting Properties. Whenever a vehicular connection is provided from a
development site to an abutting property, a pedestrian connection shall also be provided.
A pedestrian connection is not required, however:
(A) To abutting properties used for activities falling within the use classifications, use
categories, and uses under SRC chapter 400 listed in (i) through (vi).

Finding: The property has multiple pedestrian connections to the abutting property. This
standard is met.

SRC 800.065(b) — Design and Materials.
Required pedestrian connections shall be in the form of a walkway or may be in the form of a
plaza.

(1) Walkways shall conform to the following:

(A) Walkways shall be paved with a hard-surface material and shall be a minimum of five
feet in width.

(B) Where a walkway crosses driveways, parking areas, parking lot drive aisles, and
loading areas, the walkway shall be visually differentiated from such areas through the
use of elevation changes, a physical separation, speed bumps, a different paving
material, or other similar method. Striping does not meet this requirement, except
when used in a parking structure or parking garage.

(C)Where a walkway is located adjacent to an auto travel lane, the walkway shall be
raised above the auto travel lane or separated from it by a raised curb, bollards,
landscaping, or other physical separation. If the walkway is raised above the auto
travel lane it must be raised a minimum of four inches in height and the ends of the
raised portions must be equipped with curb ramps. If the walkway is separated from
the auto travel lane with bollards, bollard spacing must be no further than five feet on
center.

(2) Wheel stops or extended curbs shall be provided along required pedestrian connections
to prevent the encroachment of vehicles onto pedestrian connections.
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Finding: The proposed pedestrian pathways are shown to be at least five feet in width and
paved with a hard surface material, meeting the standard. However, if the proposed accessory
structure will utilize the existing pedestrian paths located on the property to provide a
connection from the proposed structure to Madrona Avenue S, the existing nonconforming
crossing across the drive aisle on the southern part of the property will be required to be
visually differentiated per SRC 800.065(b)(1)(B). Therefore, the following condition is
recommended:

Condition 7:  If utilized for the required connection to Madrona Avenue S, the pedestrian
crossing across the drive aisle shall meet the standards of SRC
800.065(b)(1)(B).

SRC 800.065(c) — Lighting.
The on-site pedestrian circulation system shall be lighted to a level where the system can be
used at night by employees, customers, and residents.

Finding: A plan showing the location of all existing or proposed lighting has not been provided.
Therefore, the following condition is recommended:

Condition 8: At the time of building permit review, the location of all existing and proposed
lighting shall be provided demonstrating the adequate illumination of the
required pedestrian connections.

SRC Chapter 806 — Off-Street Parking, Loading, and Driveways

SRC 806.015 — Amount of Off-Street Parking.

(a) Maximum Off-Street Parking. Except as otherwise provided in this section, and unless
otherwise provided under the UDC, off-street parking shall not exceed the amounts set
forth in Table 806-1. For the purposes of calculating the maximum amount of off-street
parking allowed, driveways shall not be considered off-street parking spaces.

Finding: There are no minimum parking standards for any development within the city. Per
Table 806-1, a Religious Assembly use is permitted a maximum of one vehicle parking space
per four seats or per 15 feet of bench length within the principal worship area. Therefore, for
the 630-seat principal worship area, a maximum of 158 off-street vehicle parking spaces are
permitted. While 213 off-street parking spaces are currently on the property, the proposed
reconfiguration of the off-street parking area results in 212 off-street parking spaces; therefore,
as the degree of nonconformity is not increasing as part of the proposed off-street parking area
improvements, this standard is met.

(b) Compact Parking. Up to 75 percent of the off-street parking spaces provided on a
development site may be compact parking spaces.

Finding: The applicant’s site plans show five spaces are proposed to be compact, making up
less than 75 percent of the off-street parking spaces and meeting the standard.

(c) Carpool and Vanpool Parking. New developments with 60 or more off-street parking
spaces, and falling within the public services and industrial use classifications, and the
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business and professional services use category, shall designate a minimum of five
percent of their total off-street parking spaces for carpool or vanpool parking.

Finding: The proposed modification of the vehicle use area is modifying less than 60 spaces;
therefore, this standard is not applicable.

(d) Required Electric Vehicle Charging Spaces. For any newly constructed building with five
or more dwelling units on the same lot, including buildings with a mix of residential and
nonresidential uses, a minimum of 40 percent of the off-street parking spaces provided on
the site for the building shall be designated as spaces to serve electrical vehicle charging.
In order to comply with this subsection, such spaces shall include provisions for electrical
service capacity, as defined in ORS 455.417.

Finding: The proposal does not include any dwelling units; therefore, conformance to this
standard is not required.

= Off-Street Parking and Vehicle Use Area Development Standards

SRC 806.035 — Off-Street Parking and Vehicle Use Area Development Standards.
(a) General Applicability. The off-street parking and vehicle use area development standards

set forth in this section apply to:

(1) The development of new off-street parking and vehicle use areas;

(2) The expansion of existing off-street parking and vehicle use areas, where additional
paved surface is added;

(3) The alteration of existing off-street parking and vehicle use areas, where the existing
paved surface is replaced with a new paved surface; and

(4) The paving of an unpaved area.

Finding: The proposal includes an additional building and modification of an existing off-street
parking area; therefore, this section applies.

(b) Location. Off-street parking and vehicle use areas shall not be located within required
setbacks.

(c) Perimeter Setbacks and Landscaping. Perimeter setbacks shall be required for off-street
parking and vehicle use areas abutting streets, abutting interior front, side, and rear
property lines, and adjacent to buildings and structures.

Finding: The location and setback standards for vehicle use areas for a Religious Assembly
use are dictated by the Special Use Standards of SRC 700.055(i). Therefore, these standards
are not applicable.

(d) Interior Landscaping. Interior landscaping shall be provided for off-street parking areas
greater than 5,000 square feet in size, in amounts not less than those set forth in Table
806-4.

Finding: The portion of the off-street parking area being modified as part of the proposed
development is less than 5,000 square feet in size; therefore, no additional interior landscaping
is required.
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(e) Off-Street Parking Area Dimensions. Off-street parking areas shall conform to the

minimum dimensions set forth in Table 806-5.

Finding: The proposed off-street parking spaces are shown to comply with the minimum aisle
width and dimensional requirements for both standard and compact vehicle parking spaces as
established in Table 806-5, meeting the standard.

(f) Off-street parking area access and maneuvering. In order to ensure safe and convenient

vehicular access and maneuvering, off-street parking areas shall:

(1) Be designed so that vehicles enter and exit the street in a forward motion with no
backing or maneuvering within the street; and

(2) Where a drive aisle terminates at a dead-end, include a turnaround area as shown in
Figure 806-8. The turnaround shall conform to the minimum dimensions set forth in
Table 806-6.

Finding: The off-street parking area does not terminate in a dead-end and has multiple access
points, meeting the standard.

(g) Grading. Off-street parking and vehicle use areas shall not exceed a maximum grade of

ten percent. Ramps shall not exceed a maximum grade of 15 percent.

(h) Surfacing. Off-street parking and vehicle use areas shall be paved with a hard surface

(i)

material; provided, however, up to two feet of the front of a parking space may be

landscaped with ground cover plants (see Figure 806-10). Such two-foot landscaped area

may count towards meeting interior off-street parking area landscaping requirements

when provided abutting a landscape island or planter bay with a minimum width of five

feet, but shall not count towards meeting perimeter setbacks and landscaping

requirements. Paving is not required for:

(1) Outdoor storage areas within the IG zone.

(2) Temporary and seasonal gravel off-street parking areas, approved pursuant to SRC
Chapter 701.

(3) Gravel off-street parking areas, approved through a Conditional Use Permit.

Drainage. Off-street parking and vehicle use areas shall be adequately designed, graded,

and drained according to the Public Works Design Standards, or to the approval of the

Director.

Finding: The proposed off-street parking area modification is developed consistent with the
additional development standards for grade, surfacing, and drainage. Consistency with these
standards will be reviewed at the time of building permit review.

()

Bumper guards or wheel barriers. Off-street parking and vehicle use areas shall include
bumper guards or wheel barriers so that no portion of a vehicle will overhang or project
into required setbacks and landscaped areas, pedestrian accessways, streets or alleys,
or abutting property; provided, however, bumper guards or wheel barriers are not required
for:

(1) Vehicle storage areas.

(2) Vehicle sales display areas.
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Finding: The applicant’s site plans show that a raised curb and bumper guards will be
provided for the new parking spaces, meeting the standard.

(k) Off-street parking area striping. Off-street parking areas shall be striped in conformance
with the off-street parking area dimension standards set forth in Table 806-6; provided,
however, off-street parking area striping shall not be required for:

(1) Vehicle storage areas.

(2) Vehicle sales display areas.

(3) Temporary and seasonal gravel off-street parking areas, approved pursuant to SRC
Chapter 701.

(4) Gravel off-street parking areas, approved through a Conditional Use Permit.

(I) Marking and signage.

(1) Off-street parking and vehicle use area circulation. Where directional signs and
pavement markings are included within an off-street parking or vehicle use area to
control vehicle movement, such signs and marking shall conform to the Manual of
Uniform Traffic Control Devices.

(2) Compact parking. Compact parking spaces shall be clearly marked indicating the
spaces are reserved for compact parking only.

(3) Carpool and vanpool parking. Carpool and vanpool parking spaces shall be posted
with signs indicating the spaces are reserved for carpool or vanpool use only before
9:00 a.m. on weekdays.

(m) Lighting. Lighting for off-street parking and vehicle use areas shall not shine or reflect
onto adjacent residentially zoned property, or property used for uses or activities falling
under household living, or cast glare onto the street.

Finding: The proposed off-street parking area is developed consistent with the off-street
parking area dimension standards set forth in Table 806-6. The parking area striping, marking,
signage, and lighting shall comply with the standards of SRC Chapter 806, and will be verified
for conformance at the time of building permit review.

= Climate Friendly and Equitable Communities (CFEC) Standards

SRC 806.035(n) — Additional standards for new off-street surface parking areas more than
one-half acre in size.

When a total of more than one-half acre of new off-street surface parking is proposed on one
or more lots within a development site, the lot(s) proposed for development shall comply with
the additional standards in this subsection. For purposes of these standards, the area of an off-
street surface parking area is the sum of all areas within the perimeter of the off-street parking
area, including parking spaces, aisles, planting islands, corner areas, and curbed areas, but
not including interior driveways and off-street loading areas.

Finding: The modified portion of the off-street parking area is less than one-half acre in size;
therefore, these standards are not applicable.

» Driveway Development Standards

SRC 806.040 — For uses or activities other than single family, two family, three family, or four
family.
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(a) Access. Off-street parking and vehicle use area shall have either separate driveways for

ingress and egress, a single driveway for ingress and egress with an adequate
turnaround that is always available, or a loop to the single point of access. The driveway
approaches to the driveways shall conform to SRC Chapter 804.

(b) Location. Driveways shall not be located within required setbacks, except where the

driveway provides access to the street, alley, or abutting property; or where the driveway
is a shared driveway located over the common lot line and providing access to two or
more uses.

(c) Perimeter Setbacks and Landscaping. Perimeter setbacks shall be required for driveways

abutting streets, and abutting interior front, side, and rear property lines.

(d) Dimensions. Driveways shall conform to the minimum width set forth in Table 806-8.

Finding: No modifications are proposed to the existing driveways; therefore, this section is not
applicable.

Bicycle Parking

SRC 806.045 — Bicycle Parking; When Required.

(a) General Applicability. Bicycle parking shall be provided as required under this chapter for

each proposed new use or activity, any change of use or activity, or any intensification,
expansion, or enlargement of a use or activity.

(b) Applicability to change of use of existing building in Mixed Use-IIl (MU-IIl) zone.

Notwithstanding any other provision of this chapter, the bicycle parking requirements for a
change of use of an existing building within the MU-IIl zone shall be met if there are a
minimum of eight bicycle parking spaces located within the public right-of-way of the
block face adjacent to the primary entrance of the building. If the minimum number of
required bicycle parking spaces are not present within the block face, the applicant shall
be required to obtain a permit to have the required number of spaces installed. For
purposes of this subsection, "block face" means the area within the public street right-of-
way located along one side of a block, from intersecting street to intersecting street.

(c) Applicability to nonconforming bicycle parking area. When bicycle parking is required to

be added to an existing bicycle parking area that has a nonconforming number of spaces,
the number of spaces required under this chapter for any new use or activity, any change
of use or activity, or any intensification, expansion, or enlargement of a use or activity
shall be provided, in addition to the number of spaces required to remedy the existing
deficiency.

Finding: The proposal includes development of a new accessory structure and modification of
an existing off-street vehicle parking area, constituting an intensification of the existing
Religious Assembly use and making these standards applicable.

SRC 806.050 — Proximity of Bicycle Parking to use or Activity Served.
Bicycle parking shall be located on the same development site as the use or activity it serves.

SRC 806.055 — Amount of Bicycle Parking.
Unless otherwise provided under the UDC, bicycle parking shall be provided in amounts not
less than those set forth in Table 806-9.
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Finding: Per Table 806-9, a Religious Assembly use requires a minimum of one bicycle
parking space per 30 vehicle parking spaces. Therefore, as 212 off-street vehicle parking
spaces are present, a minimum of seven bicycle parking spaces are required. Four bicycle
racks (eight bicycle parking spaces) are shown on the applicant’s site plans, meeting the
standard.

SRC 806.060 — Bicycle Parking Development Standards.
Bicycle parking areas shall be developed and maintained as set forth in this section.
(a) Location.

(1) Short-term bicycle parking. Short-term bicycle parking areas shall be located within a
convenient distance of, and shall be clearly visible from, the primary building entrance.
In no event shall bicycle parking areas be located more than 50 feet from the primary
building entrance.

(2) Long-term bicycle parking. Long-term bicycle parking shall be located within a
building, or outside of a building, in a well-lighted secure location that is sheltered from
precipitation and within a convenient distance of the primary entrance.

(C)Long-term bicycle parking for non-residential uses. Long-term bicycle parking
spaces for non-residential uses shall be located within:
(i) Arestricted access lockable room;
(i) A lockable bicycle enclosure; or
(iif) A bicycle locker.

Finding: The proposed development includes eight bicycle parking spaces located within 50
feet of a primary entrance, meeting the standard.

(b) Access. Bicycle parking areas shall have direct and accessible access to the public right-
of-way and the primary building entrance that is free of obstructions and any barriers,
such as curbs or stairs, which would require users to lift their bikes in order to access the
bicycle parking area.

Finding: The bicycle racks are shown to have direct access to the public right-of-way through
the proposed and existing pedestrian paths and vehicle use areas, meeting the standard.
Further conformance with this standard will be verified at the time of building permit review.

(c) Dimensions. All bicycle parking areas shall meet the following dimension requirements:
(1) Bicycle parking spaces. Bicycle parking spaces shall conform to the minimum
dimensions set forth in Table 806-10.
(2) Access aisles. Bicycle parking spaces shall be served by access aisles conforming to
the minimum widths set forth in Table 806-9. Access aisles serving bicycle parking
spaces may be located within the public right-of-way.

Finding: The applicant’s plans illustrate each rack with a six-foot length, and two-foot width on
either side of the rack, meeting the required dimensions, meeting the standard. Further
conformance with this standard will be verified at the time of building permit review.

(d) Surfacing. Where bicycle parking is located outside a building, the bicycle parking area
shall consist of a hard surface material, such as concrete, asphalt pavement, pavers, or
similar material, meeting the Public Works Design Standards.
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Finding: The proposed bicycle parking spaces are shown to be placed on concrete adjacent
to the proposed and existing pedestrian pathways, meeting the standard. Further conformance
with this standard will be verified at the time of building permit review.

(e) Bicycle Racks. Where bicycle parking is provided in racks, the racks may be floor, wall, or
ceiling racks. Bicycle racks shall meet the following standards:

(1) Racks must support the bicycle frame in a stable position, in two or more places a
minimum of six inches horizontally apart, without damage to wheels, frame, or
components.

(2) Racks must allow the bicycle frame and at least one wheel to be locked to the rack
with a high security, U-shaped shackle lock;

(3) Racks shall be of a material that resists cutting, rusting, and bending or deformation;
and

(4) Racks shall be securely anchored.

(5) Examples of types of bicycle racks that do, and do not, meet these standards are
shown in Figure 806-12.

Finding: The applicant indicated staple-style bike racks will be provided for the short-term bike
parking spaces, meeting the standard. Plans for the new racks will be further reviewed for
conformance with the requirements of this section at the time of building permit review.

= Off-Street Loading Areas

SRC 806.065 — Off-Street Loading Areas; When Required.

(a) General Applicability. Off-street loading areas shall be provided and maintained for each
proposed new use or activity; any change of use or activity, when such change of use or
activity results in a greater number of required off-street loading spaces than the previous
use or activity; or any intensification, expansion, or enlargement of a use or activity.

(b) Applicability to nonconforming off-street loading area. When off-street loading is required
to be added to an existing off-street loading area that has a nonconforming number of
spaces, the number of spaces required under this chapter for any new use or activity, any
change of use or activity, or any intensification, expansion, or enlargement of a use or
activity shall be provided, in addition to the number of spaces required to remedy the
existing deficiency.

Finding: As the proposed accessory structure is less than 5,000 square feet in size, no
additional loading spaces are required. Therefore, this section is not applicable.

SRC Chapter 807 — Landscaping

Per SRC 700.055(j), landscaping is required for all areas not developed for buildings,
structures, sports fields, parking, loading, and driveways. Unless indicated otherwise,
landscaping is required to meet the Type A standard, with a minimum of one plant unit per 20
square feet of landscaped area, and a minimum of 40 percent of the required number of plant
units being a combination of mature trees, shade trees, evergreen/conifer trees, or ornamental
trees. Plant materials and minimum plant unit values are defined in SRC Chapter 807, Table
807-2. All building permit applications for development subject to landscaping requirements
shall include landscape and irrigation plans meeting the requirements of SRC Chapter 807.
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Finding: As conditioned above, the applicant will be required to provide a Landscaping Plan at
the time of building permit review demonstrating compliance with the landscaping standards of
SRC 700.055(j) and SRC Chapter 807. This standard is met.

SRC 807.015(d) — Tree Replanting Requirements.

When existing trees, as defined under SRC Chapter 808, are proposed for removal from within

required setbacks or from a development site, replanting shall be required as provided in this

subsection. The provisions of this subsection do not apply to lots used for single family uses,
two family uses, three family uses, four family uses, or cottage clusters.

(1) Removal of trees within required setbacks. When an existing tree or trees, as defined under
SRC chapter 808, within a required setback are proposed for removal, two new trees shall
be planted for each tree removed. Replanted trees shall be of either a shade or evergreen
variety with a minimum 1.5-inch caliper.

(2) Removal of trees from development site. When more than 75 percent of the existing trees,
as defined under SRC chapter 808, on a development site are proposed for removal, two
new trees shall be planted for each tree removed in excess of 75 percent. Replanted trees
shall be of either a shade or evergreen variety with a minimum 1.5-inch caliper. For
purposes of this section, existing trees within vision clearance areas, or within areas to be
cleared for required roads, utilities, sidewalks, trails, or stormwater facilities, shall not be
counted in the total percentage of trees removed from the development site.

Finding: Of the four trees on the property proposed for removal, one ten-inch dbh cherry tree is
within the required setbacks, requiring two new trees of either a shade or evergreen variety
with a minimum caliper of 1.5 inches. As a Landscaping Plan was not provided, the following
condition is recommended:

Condition 9:  The Landscaping Plan shall show a minimum of two additional trees within
the required setbacks with a minimum caliper of 1.5 inches and of the shade
or evergreen variety.

% CITY INFRASTRUCTURE STANDARDS

SRC Chapter 200 — Urban Growth Management

SRC Chapter 200 (Urban Growth Management) requires issuance of an Urban Growth
Preliminary Declaration (UGA) prior to development of property located outside the City’s
Urban Service Area.

Finding: The subject property is located inside the Urban Service Area and adequate facilities
are available. Therefore, no Urban Growth Area permit is required.

SRC Chapter 71 — Stormwater

The proposed development is subject to SRC Chapter 71 and the revised Public Works Design
Standards (PWDS) as adopted in Administrative Rule 109, Division 004.

Finding: The proposed development is subject to SRC Chapter 71 and the Public Works
Design Standards that require the use of Green Stormwater Infrastructure (GSI) to treat and
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detain stormwater generated from the development. The applicant’s engineer submitted a
statement demonstrating compliance with Stormwater PWDS Appendix 004-E(4) and SRC
Chapter 71. The preliminary stormwater design demonstrates the use of GSI to the maximum
extent feasible.

Condition 10: Design and construct a storm drainage system at the time of development in
compliance with Salem Revised Code (SRC) Chapter 71 and Public Works
Design Standards (PWDS).

SRC Chapter 802 — Public Improvements

» Existing Conditions

The existing conditions of public infrastructure available to serve the subject property are
described in the following table:

Utilities & Parks
Type Existing Conditions

Water Service Level: S-2
Water An eight-inch water main is located in Winola Avenue S.

An eight-inch water main is located in Madrona Avenue S.

An eight-inch sanitary sewer main crosses through the subject
property in an easement.

An eight-inch sanitary sewer main is located in Madrona Avenue
S.

Sanitary Sewer

2.

An 18-inch storm main crosses through the subject property in

Storm Drainage an easement.
A ten-inch storm main is located in Winola Avenue S.

= Development to be Served by City Utilities

SRC 802.015 requires development to be served by City utilities designed and constructed
according to all applicable provisions of the Salem Revised Code and Public Works Design
Standards (PWDS).

Finding: In summary, the proposed development will be served adequately by City water,
sewer, and stormwater infrastructure upon completion of the conditions described in the
analysis provided for each utility type. The applicant shall design and construct all utilities
(sewer, water, and storm drainage) according to the Public Works Design Standards (PWDS)
and to the satisfaction of the Public Works Director. The analysis for each utility type is as
follows:

Water — There are existing eight-inch S-2 water mains located in Winola Avenue S and
Madrona Avenue S, and an existing four-inch S-2 water main located on private property in an
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easement. No improvements to the water system are necessary for the proposed
development.

Sanitary Sewer — There are existing eight-inch sanitary sewer mains located in Winola
Avenue S and Madrona Avenue S, and an existing eight-inch sanitary sewer main located on
private property in an easement. No improvements to the sanitary sewer system are necessary
for the proposed development.

Stormwater — There is an 18-inch public storm main that crosses through the subject property
from Winola Avenue S to Madrona Avenue S. The proposed 4,500 square foot ministry center
building is located in conflict with the existing public storm main. Pursuant to SRC 802.020 and
the PWDS, structures are not permitted within easements for public mains or over public
mains. The applicant proposes to relocate the public storm main to resolve the conflict. As a
condition of approval, the existing public storm main shall be relocated through the subject
property in an alignment approved by the Director.

Condition 11: Prior to issuance of a Certificate of Occupancy, relocate the existing public
stormwater main in a location alignment approved by the Director. The main
shall be designed and constructed in accordance with the Public Works
Design Standards.

= Fasements

SRC 802.020 requires the conveyance or dedication of easements for City utilities as a
condition of development approval. SRC 200.050(d) requires that all property, easements, and
right-of-way conveyed to the City shall be free of all liens and encumbrances.

Finding: In accordance with SRC 802.020 and the PWDS, the applicant shall provide a new
easement for the relocated public stormwater main. The PWDS require a minimum 20-foot-
wide easement for public storm mains this size. Due to the depth of the storm main, and
conflicts with the existing building footprints, a reduced easement width may be allowed
through a Design Exception approved by the City Engineer.

Condition 12: Prior to issuance of a Certificate of Occupancy, dedicate an easement for the
relocated public storm main on the site to current standards in Public Works
Design Standards Section 1.8 (Easements), unless a reduced width is
approved through a Design Exception approved by the City Engineer.

There is an existing 8-inch public sewer main that runs north-south through the subject
property in a 12-foot-wide utility easement. Current PWDS require a minimum 20-foot-wide
easement for a sewer main this size. As a condition of approval, the applicant shall dedicate a
utility easement for existing public infrastructure on the site to current standards established in
the Public Works Design Standards Section 1.8 (Easements).

Condition 13: Prior to issuance of a Certificate of Occupancy, dedicate an easement for the
existing sewer main on the site to current standards in Public Works Design
Standards Section 1.8 (Easements).
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As conditioned, the proposed development conforms to the public improvement standards of
SRC Chapter 802.

SRC Chapter 803 — Streets and Right-of-Way Improvements
» Existing Conditions

The existing conditions of the street abutting the subject property is described in the following
table:

Right-of-way Improvement
Street Name Width Width
Winola Avenue S StgnQard: 60-feet 30-feet
(Local) Existing 50-feet 34-feet
Condition:
Madrona Avenue S | Standard: 72-feet 46-feet
(Minor Arterial) Existing 60-feet 36-feet
Condition:

= Boundary Street Inprovements

Pursuant to SRC 803.025, except as otherwise provided in this chapter, right-of-way width and
pavement width for streets and alleys shall conform to the standards set forth in Table 803-1
(Right-of-Way Width) and Table 803-2 (Pavement Width). In addition, SRC 803.040 requires
dedication of right-of-way for, and construction or improvement of, boundary streets up to one-
half of the right-of-way and improvement width specified in SRC 803.025 as a condition of
approval for certain development.

Finding: Winola Avenue S abuts the subject property and is classified as a Local street
according to the Salem Transportation System Plan (TSP). Winola Avenue S has an
improvement width of 34 feet and a right-of-way width of 50 feet, meeting the minimum
pavement width standards established in SRC 803.025 but not the minimum right-of-way
width. Winola Avenue S is fully improved with curb and sidewalk along the property frontage.
Due to minimal length of frontage along the Winola Avenue S and the unusual configuration for
the right-of-way, requiring five feet of additional right-of-way would not provide much, if any,
public benefit. An alternative street standard per SRC 803.065(a)(3) is authorized to reduce
the total right-of-way width requirement to 50 feet along the frontage of the subject property.
Therefore, no additional improvements or right-of-way dedication is required along Winola
Avenue S.

Madrona Avenue S abuts the subject property and is classified as a Minor Arterial street
according to the Salem Transportation System Plan (TSP). Half-street improvements to
Madrona Avenue S, including dedication of right-of-way, pavement widening, and construction
of property line sidewalk and landscaping, were complete with the auditorium addition to
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Salem Heights Church in 2002 (02-101642-BP). Therefore, no additional right-of-way
dedication or improvements are required to Madrona Avenue S.

SRC Chapter 804 — Driveway Approaches

SRC 804 establishes development standards for driveway approaches providing access from
the public right-of-way to private property in order to provide safe and efficient vehicular access
to development sites.

Finding: The development site is served by existing driveway approaches on Winola Avenue
S and Madrona Avenue S. The existing driveway approaches serving the site meet applicable
sections of SRC Chapter 804 and do not warrant modification.

SRC Chapter 805 — Vision Clearance
SRC Chapter 805 establishes vision clearance standards in order to ensure visibility for
vehicular, bicycle, and pedestrian traffic at the intersections of streets, alleys, flag lot

accessways, and driveways.

Finding: The proposed ministry center building does not cause a vision clearance obstruction
and meets the vision clearance standards established in SRC Chapter 805.

“+ ENVIRONMENTAL FACTORS

SRC Chapter 601 — Floodplain

Development in the floodplain shall be regulated to preserve and maintain the capability to the
floodplain to convey the flood water discharges and to minimize danger to life and property.

Finding: The Floodplain Administrator has reviewed the Flood Insurance Study and Flood
Insurance Rate Maps and has determined that no floodplain or floodway areas exist on the
subject property.

SRC Chapter 809 — Wetlands

Grading and construction activities within wetlands are regulated by the Oregon Department of
State Lands (DSL) and US Army Corps of Engineers. State and Federal wetlands laws are
also administered by the DSL and Army Corps, and potential impacts to jurisdictional wetlands
are addressed through application and enforcement of appropriate mitigation measures. SRC
Chapter 809 establishes requirements for notification of DSL when an application for
development is received in an area designated as a wetland on the official wetlands map.

Finding: According to the Salem-Keizer Local Wetland Inventory (LWI) the subject property
does not contain any wetland areas or hydric soils.

SRC Chapter 810 — Landslide Hazards
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The City’s landslide hazard ordinance (SRC Chapter 810) establishes standards and
requirements for the development of land within areas of identified landslide hazard
susceptibility.

Finding: According to the City’s adopted landslide hazard susceptibility maps and SRC
Chapter 810 (Landslide Hazards), there are no mapped landslide hazard areas on the subject
property.

SRC 220.005(1)(3)(B): The transportation system into and out of the proposed
development conforms to all applicable city standards.

Finding: Access to the proposed development will be provided by the network of existing
public streets that surround the property. The street system in and adjacent to the
development will provide for the safe, orderly, and efficient circulation of traffic to and from the
development. This criterion is met.

SRC 220.005(f)(3)(C): The proposed development mitigates impacts to the
transportation system consistent with the approved traffic impact analysis, where
applicable.

Finding: The proposed 4,500 square-foot ministry building generates approximately 28
average daily trips; therefore, as this is less than 200 average daily vehicle trips to the local
street system, a Transportation Impact Analysis (TIA) is not required as part of the
development submittal per SRC 803.015(b)(1).

SRC 220.005(f)(3)(D): The proposed development will be served with City water, sewer,
stormwater facilities, and other utilities.

Finding: The Development Services Division reviewed the proposal and determined that
water, sewer, and storm infrastructure are available and appear to be adequate to serve the
lots within the proposed development, subject to the conditions of approval established in this
decision. This approval criterion is met.

8. Analysis of Tree Regulation Variance Approval Criteria

Salem Revised Code (SRC) 808.045(d) sets forth the following criteria that must be met before
approval can be granted to a request for a Tree Regulation Variance. In this case, the
applicant has requested to address the hardship criterion in SRC 808.045(d)(1).

SRC 808.045(d)(1)(a): There are special conditions that apply to the property which
create unreasonable hardships or practical difficulties which can be most effectively
relieved by a variance.

Finding: The applicant has requested the removal of one 28-inch dbh significant Oak tree to
facilitate development of a new 4,500 square-foot accessory structure for an existing Religious
Assembly use. The existing property is already mostly developed, populated with buildings,
vehicle use areas, pedestrian pathways, and other trees and landscaping. Therefore, the
buildable area of the property is limited to the northwest corner for which the new building is
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proposed. The limited buildable area combined with the preservation of other existing trees
and vegetation present practical difficulties that can most effectively be relieved by a variance.

SRC 808.045(d)(1)(b): The proposed variance is the minimum necessary to allow the
otherwise lawful proposed development or activity.

Finding: The location of the proposed structure is due to the preexisting conditions of the
property, as there is limited buildable area available on the property along with multiple
significant trees which require protection during construction. Five significant trees are located
adjacent to the proposed structure, ranging in size from 24-inches dbh to 38-inches dbh. Per
SRC 808.005, significant trees have a Critical Root Zone (CRZ) equally one foot of radius for
each inch of dbh. Therefore, the CRZ of the adjacent trees ranges from 24 feet in radius to 38
feet in radius. The CRZ of significant trees is required to be protected per SRC 808.046, with
encroachment of more than 30 percent of the CRZ considered a significant impact requiring a
Tree Removal Permit or Tree Variance. Therefore, to ensure the protection of the other
significant trees adjacent to the proposed development, the following conditions are
recommended:

Condition 14: Prior to Building Permit issuance, an Arborist Report shall be provided
demonstrating that not more than 30 percent of the Critical Root Zone of the
adjacent significant trees will be impacted by the proposed development.

Condition 15: All trees adjacent to the proposed development designated for preservation
shall have an aboveground silt fence or equivalent encompassing 100
percent of the Critical Root Zone per SRC 808.046(a) until a Certificate of
Occupancy is issued.

As conditioned above, the proposed variance is the minimum necessary to allow the lawful
development of the property.

9. Recommendation

Based upon review of SRC Chapters 220, 240, and 808, the applicable standards of the Salem
Revised Code, the findings contained herein, and due consideration of comments received,
staff recommends that the Hearings Officer APPROVE the request for a Conditional Use,
Class 3 Site Plan Review, and Tree Regulation Variance for the proposed development of an
accessory structure for an existing Religious Assembly use and modification of an existing off-
street parking area, located at 375 Madrona Avenue S, subject to the following conditions of
approval:

Condition 1:  The driveway abutting Winola Avenue S shall be restricted to school busses,
fire department vehicles, and other official vehicles.

Condition 2:  Where not meeting the minimum 12-foot setback along the interior side
property line, sight-obscuring landscaping shall be planted.
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Condition 3:

Condition 4:

Condition 5:

Condition 6:

Condition 7:

Condition 8:

Condition 9:

Condition 10:

Condition 11:

Condition 12:

Condition 13:

Approval of deviation from the more restrictive standards of the RS zone shall
be limited to the proposed development only. Future development within the
area of the property zoned RS shall adhere to the applicable standards
unless adjusted through a future Conditional Use Permit.

The Joint Parking Agreement required as a condition of the approved Code
Interpretation (City Council Resolution 96-147) shall remain in place.

A Landscaping Plan showing Type A landscaping for all areas not specified
by SRC 700.055(j) for the property shall be provided prior to building permit
issuance.

Prior to building permit issuance, a pedestrian connection shall be provided to
Madrona Avenue S, unless an easement or written approval is granted with
the adjacent property to utilize their existing pedestrian access, or a Class 2
Adjustment is approved.

If utilized for the required connection to Madrona Avenue S, the pedestrian
crossing across the drive aisle shall meet the standards of SRC
800.065(b)(1)(B).

At the time of building permit review, the location of all existing and proposed
lighting shall be provided demonstrating the adequate illumination of the
required pedestrian connections.

The Landscaping Plan shall show a minimum of two additional trees within
the required setbacks with a minimum caliper of 1.5 inches and of the shade
or evergreen variety.

Design and construct a storm drainage system at the time of development in
compliance with Salem Revised Code (SRC) Chapter 71 and Public Works
Design Standards (PWDS).

Prior to issuance of a Certificate of Occupancy, relocate the existing public
stormwater main in a location alignment approved by the Director. The main
shall be designed and constructed in accordance with the Public Works
Design Standards.

Prior to issuance of a Certificate of Occupancy, dedicate an easement for the
relocated public storm main on the site to current standards in Public Works
Design Standards Section 1.8 (Easements), unless a reduced width is
approved through a Design Exception approved by the City Engineer.

Prior to issuance of a Certificate of Occupancy, dedicate an easement for the
existing sewer main on the site to current standards in Public Works Design
Standards Section 1.8 (Easements).
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Condition 14: Prior to Building Permit issuance, an Arborist Report shall be provided
demonstrating that not more than 30 percent of the Critical Root Zone of the
adjacent significant trees will be impacted by the proposed development.

Condition 15: All trees adjacent to the proposed development designated for preservation
shall have an aboveground silt fence or equivalent encompassing 100
percent of the Critical Root Zone per SRC 808.046(a) until a Certificate of
Occupancy is issued.

Prepared by: Quincy Miller, AICP, Planner |

Attachments: A. Vicinity Map
B. Proposed Development Plans

\\allcity\CDGroup\CD\PLANNING\CASE APPLICATION Files 2011-On\CONDITIONAL USE + SCU\2025\Planner
Docs\CU-SPR-TRV25-09_FullDraft_\/2.docx
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Vicinity Map
375 Madrona Avenue S

FAIRVIE

NORRIS LN §
12TH ST

MADROK ae |

BROWNING AVE

Subject Property

WINOLAAV S

SALEM HEIGHTS
ELEMENTARY
SCHOOL
I »
&
” S
@ MADRONAAV S
8 MADRONAAV S
g 2
2 I
u =
g
Legend
. . . cITY OF aéfy\_/-
|:| Taxlots E Outside Salem City Limits Parks 6\
AT YOUR SERVICE
D Urban Growth Boundary “ Historic District communiy Planning and Develop
- This product is provided as is, without warranty. In no
event is the City of Salem liable for damages from the

-
1 Ycity Limits L Schools g
L ﬂh use of this product. This product is subject to license
w V and copyright limitations and further distribution or
resale is prohibited.

400 Feet

0 100 200

C:\Users\gmiller\Desktop\GIS_Local\VicinityMap.mxd - 7/21/2025 @ 11:06:41 AM



QMiller
Text Box
Attachment A


Attachment B

503.390.0281

FACET

Formerly Carlson Veit Junge Architects

3095 River Road N Salem, OR 97303 /

o '
o H -
- {I 23;3 ol L - 1
S — = LIy S ]
3 ( s ) C ‘ %}
| D 33 NEN ) SnEs g, W 4
w I § & 3@b ~ 23" ASH TO REMAIN )) LLL \_ J_)) C )) | C.}i)\&)% 1?(%/
B - Yl v # S0
% | j <= EXIST F|RE)( ~0 TO REMAIN o A\ ®M NGEQ
=z ) FIYDRANT - NEW BIKE PRKG i m C R [ 19" CHERRY &= 2
(>3 => 24" OAK TO REMAIN = (6 SPACES) I. Y ?':)PFEQ\F;NN 1T50 ;E/'\*AZN ( 4 TO REMAIN = —
g T 2 f— 6" DOGWOOD C + ] *
= . L ’/ M TO REMAIN ((J%\ AN\ §L % SALEM, ORAGO %
S )
2l . < EXIST | = - § ¢l 3 f%§ N ' 4/3, ©
f” ™ ~~ CHURCH BUILDING q < Y L~ (° \
I \'3 («/'\ ) - [ )')
x i M1 g
| BTy 1T o T ol | e
B 2 TO REMAIN —
| ‘X ) ¢ + ~ — a) C J)) @ + 7
N - J ! kg WY 4 LL]
= <= (\ /\ /\ W\ S \J J—f ‘N 8" MADRONE = ~ - J) n
/W =\ \\\\\Y TO REMAIN L " C )
7" PEAR NN Z
| (\ 7" CHERRY 10" CHERRY TO REMAIN — | { lo
= TO REMAIN TO REMAIN T \ O
| ( o 13" MAPLE B A (\K\mr\’\ TN (( e Q —
| TO REMAIN W S ((— D) \( N ¢ + D) =
x au — % ¢ Y ¢+ ) blft ) =l O
| N NN N SN + ) . ‘ -
( 7N @ @ S T C J Y )\
| [ [T S ) il oSl o
= > J 1~ —
' R\X&\\ \\\\\% Iy = e g N e 0
— : | — TO REMAIN =z
U S N e B TorEuam = ®)
| 40" TREE TO REMAIN $1o ggﬁim - J — | — O
= | A 4
< 1] e <= ‘ L e I = - = - - - — — - ¢
s/ /K (o——agr—— 10000000
| ' 9 (
x {
] C C ‘
| || 15" DECIDUOUS || — — — — — j 3\— 6" DECIDUOUS < ¢ C 10" MAPLE B I
l /-\TO REMAIN l l l l =% + ) (\/\/-\ \ TO REMAIN g TO REMAIN |
- B N P s 9, BeTsanes 3 T
- 3 \-/v\./ D) i\ kr\f-\/‘\
( ) S ) D) ) D S~ AALSS
U ("3 s C (L 33 (( ¢ 5+ )3 R Sl \ T
| | . ) L q ) )) (¢’ )) 9" CHERRY — C 1+ O
| — N ((\h r\ﬁj C O . K, . )JL\J - TOREMAIN LL 5" CHERRY | Y
/_\/I’\ % ¢ D) e k-/\\/ \)\\ L 12 cHERRY N \‘\ L 11 cHerrY —_—] TO REMAIN |
< /\ %, ¢ + ) C NN TO REMAIN TO REMAIN (} ﬁtfi\d\,\ | | T
r j C D) /s 18" CHERRY 12" CHERRY ——
38" OAK )] 6" DECIDUOUS 9 D) TO REMAIN TO REMAIN ( + (@) Y
TO REMAIN é\‘\k TO REMAIN SN ( ) C L o
/A X I J | RS IS Rt =
~ 15" CHERRY 8" PEAR - A — Z =2
| M)) G@sl W TO REMAIN A /_ TO REMAIN (f 9 4" GHERRY | I LL] E
550 SF T ( ) ¢ TO REMAIN
37"FIR o ((\ r\ﬁw o (( —)\ Q * TP%ﬁ (2 O <>E g
TO REMAIN EXIST ) (( %o )) ((( + 3 )) A?A,-\j l IjI:J >_ < 2
CHURCH OFFICE e st & g JJJ T 5 N by To REWAN X oa
o4 oax BUILDING 11" CHERRY ~ k“\d \JJ ( + 9 2 CIT) % Olw
. TO REMAIN -1
ToReman | 1 ey f\/\ m/g Bl =L
| o ﬁ el ' 25=83|%
Nliarel LA HXW WM [+ 1 | o=
. g C 6 D) ) e
5 | [ 7 3 10" MAPLE revisions:
— o ) L S | TO REMAIN -25-2025
( W ; | L j )> v o A CONSTRUCTION SET
C = B R | ¢ B G__j; — - ——— - —— - - A
~ 5 | N e
Q&’ ( < ’ REMOVE EXIST | Q ?’OC:ISGARI\I(\I A
— _ 4 9" CHERRY .
O REMAN ( . r ‘ )# X\L REMOVE EXIST TO REVAN &_, &J S onTo e A
\ /\lt N fﬁt Bl M\Lm 6286?AK v w \) \ ) 32" OAK TO REMAIN
I ~,

\_/\J 35" OAK TO REMAIN date: 6-27-2025
project: 02423

% dwg file: A-100-03225

UL

2 -¢9'-8E|f . f 1y m% |
> - ) l) — L (‘ N D) _‘\_/
( W_ﬁ_ _{—)

A

I G 4 - N .
L YU 6" FIR TREE NEW LIKE PRK E + % (Q + % (LL\M g é drawn by: PK
1 —) TO REMAIN -;éz P ACES ( — Jal — J) //| /\v/\v/\'"\ & |(I;_)| checked by: MJ
&, 35" OAK TO REM@ REMOVE o 7# ooy 6" CHERRY PARKING TABLE copyright © 2025
\) | 9" CHERRY: Z % TO REMAIN EXISTING ON SITE PARKING = & SPACES Facet Architects PC
L/\_/\J EXIST -0" REMOVE EXIST 8" CHERRY 6" CHERRY 6" CHERRY L?.AV;IE)E\EIESDAR PROPOSED REDESIGN PARKING =212 SPACES
AN \ sPANDARD 10" CHERRY TO REMAIN TO REMAIN TO REMAIN | 7O REMAN ACCESSIBLE PARKING = SPACES S ITE PLAN

| SETBACK \

A siTEPLAN —

v A-100




/\ il 1. 1T 1.
1 i w i il
— =TT T T T T T T T —= ~ Z @,
(\ \ /\ A\ AW vavias -—- -——- O EL. o S
w»v Z|s <
Ol~©
— w ° 58
1,318 SF / 150 : 267 SF /150 = — a|6®
=90CC L/ 20cC % — o|z.
[:¥ S
= | < 6 il
C L7 =z EO
£ NO WORK @) < :|3:
< .|lv&
u x|z >
Ble 2
107 SF / o= 9
300 = wle 2
10CC T|Z <
Olx o
X © AEE
'\/’ \ @z
z

22" WIDE SEATS
136 TOTAL

i AOOO00 OOO0f00o00  Oooag
| [ 148 SF/15 142 SF / 300 1
=10 OCC =10CC A

351 SF /150 = H’E‘U
20CcC
1 1
\\v

| evi——— @

A SECOND FLOOR PLAN AREA G- 173 OCOUPANTS

\ AT

AL L/y\, i} . .
o S j (TR ™ ’ ’
& s AN —- -— |
o o ofio< ’ﬂ 4 g - -
6 L o
414 SF /150 \/ _ 1,687 SF /15 -
ay Z /™ AN =30CC - =1120CC 244 SF /150 |
X e 2\ ——= m200e
| ! 2 - \\\\xjw/
]
/\{\ 22" WIDE SEATS L*\F *q‘
|
NO WORK > L

i %
L T 25 %
. 00e %

[NITI
INNNRN
>
%
=\/

T
O
n'd
>
T
@)
%)
I_
T
Q
L]
T
=
L]
-
<
%

—l
LI
0
O
=
LI
o

%)
L AN
28
|.|>J5
<5
<0
Z 1
&Drx
9=
]
<
™ 0

0
-
c
©
=
>
2}
c
Q
(&)

project:

Ly %
OO %
| O OO0
< < ] %N RSN ERENES % \ —
E[_ J[e _d] = ° ‘ :
5 _© - . - -
Y g o : . " ® ® /\
qox U [ — ] : | A
NES L |
- ; A
- [
| '§ ae) SN VV='E5 | | : A
\ ;
. o am C AN N B 4 o N O date: 05-08-2023
I |
| =[NV g % V] %E ‘ project: 04121
| : a0 415 SF /15 = 1,091 SF /20 — .
| 5 s d e 091 SF 12 == dwg file: G-001-X-04121
; — @ ﬂ ? o a0l = ‘ drawn by: KG
|
‘ < _m OEW]O = o N N — m . i checked by: MJ
B I | o

copyright© 2023
Carlson Veit Junge Architects PC

OCCUPANCY
PLANS

N : ®
L,, \ \{ 774 sheet:

A FIRSTFLOOR PLAN - AREA G 696 OCCUPANTS G-002
v 116" = 1'-0" of:

7



http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com
http://www.ArchT.com

DRAWINGS FOR:

SALEM HEIGHTS CHURCH

389 MADRONA AVE S

FOR:

SALEM, OR 97302

MR. MICHAEL JUNGE AIA

FACET ARCHITECTS
3095 RIVER ROAD N
SALEM, OR 97303

503.390.0281

SHEET INDEX

SHT NO

DESCRIPTION

C0.0

COVER SHEET, VICINITY AND LOCATION MAPS, DRAWING INDEX

C1.0

EXISTING CONDITIONS, EROSION CONTROL, AND DEMOLITION PLAN

C11

POST-DEVELOPED EROSION CONTROL PLAN

C1.2

EROSION CONTROL NOTES

C1.3

EROSION CONTROL DETAILS

C2.0

GRADING AND DRAINAGE PLAN

C3.0

UTILITY PLAN

C4.0

SURFACING PLAN

C5.0

CONSTRUCTION NOTES

C6.0

CONSTRUCTION DETAILS

C6.1

(CO.0 tab)

CITY DETAILS

C7.0

NEW STORM PLAN AND PROFILE

r:\Dwg\Facet\salem height church\Civil\Plots\Cover Sheet.dwg,

8/26/2025 1:52:13 PM

5
Know what's below.
Call before you dig.
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MARK IS A 3" BRASS DISK IN THE SOUTHWEST CURB RETURN AT THE

INTERSECTION OF SALEM HEIGHTS AVE AND WINOLA AVE, 33.8 FEET
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DEQ EROSION CONTROL STANDARD NOTES:

1.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

Hold a pre—construction meeting of project construction personnel that includes the inspector to discuss erosion and
sediment control measures and construction limits. (Schedule A.8.c.i.(3))

All inspections must be made in accordance with DEQ 1200—C permit requirements. (Schedule A.12.b and Schedule
B.1)

Inspection logs must be kept in accordance with DEQ's 1200—C permit requirements. (Schedule B.1.c and B.2)

Retain a copy of the ESCP and dll revisions on site and make it available on request to DEQ, Agent, or the local
municipality. During inactive periods of greater than seven (7) consecutive calendar days, the above records must
be retained by the permit registrant but do not need to be at the construction site. (Schedule B.2.c)

All permit registrants must implement the ESCP. Failure to implement any of the control measures or practices
described in the ESCP is a violation of the permit. (Schedule A 8.a)

The ESCP must be accurate and reflect site conditions. (Schedule A.12.c.i)

Submission of all ESCP revisions is not required. Submittal of the ESCP revisions is only under specific conditions.
Submit all necessary revision to DEQ or Agent within 10 days. (Schedule A.12.c.iv. and v)

Phase clearing and grading to the maximum extent practical to prevent exposed inactive areas from becoming a
source of erosion. (Schedule A.7.a.iii)

Identify, mark, and protect (by construction fencing or other means) critical riparian areas and vegetation including
important trees and associated rooting zones, and vegetation areas to be preserved. |dentify vegetative buffer zones
between the site and sensitive areas (e.q., wetlands), and other areas to be preserved, especially in perimeter
areas. (Schedule A.8.c.i.(1) and (2))

Preserve existing vegetation when practical and re—vegetate open areas. Re—vegetate open areas when practicable
before and after grading or construction. Identify the type of vegetative seed mix used. (Schedule A.7.a.v)

Maintain and delineate any existing natural buffer within the 50—feet of waters of the state. (Schedule A.7.b.i.and

(2(a)(b))

Install perimeter sediment control, including storm drain inlet protection as well as all sediment basins, traps, and
barriers prior to land disturbance. (Schedule A.8.c.i.(5))

Control both peak flow rates and total stormwater volume, to minimize erosion at outlets and downstream channels
and streambanks. (Schedule A.7.c)

Control sediment as needed along the site perimeter and at all operational internal storm drain inlets at all times
during construction, both internally and at the site boundary. (Schedule A.7.d.i)

Establish concrete truck and other concrete equipment washout areas before beginning concrete work. (Schedule
A.8.c.i.(6))

Apply temporary and/or permanent soil stabilization measures immediately on all disturbed areas as grading
progresses. Temporary or permanent stabilizations measures are not required for areas that are intended to be left
unvegetated, such as dirt access roads or utility pole pads.(Schedule A.8.c.ii.(3))

Establish material and waste storage areas, and other non—stormwater controls. (Schedule A.8.c.i.(7))

Prevent tracking of sediment onto public or private roads using BMPs such as: construction entrance, graveled (or
paved) exits and parking areas, gravel all unpaved roads located onsite, or use an exit tire wash. These BMPs must
be in place prior to land—disturbing activities. (Schedule A 7.d.ii and A.8.c.i(4))

When tEuc):l;ing saturated soils from the site, either use water—tight trucks or drain loads on site. (Schedule
A.7.d.ii.(5

Control prohibited discharges from leaving the construction site, i.e., concrete wash—out, wastewater from cleanout
of stucco, paint and curing compounds. (Schedule A.6)

Use BMPs to prevent or minimize stormwater exposure to pollutants from spills; vehicle and equipment fueling,
maintenance, and storage; other cleaning and maintenance activities; and waste handling activities. These pollutants
include fuel, hydraulic fluid, and other oils from vehicles and machinery, as well as debris, fertilizer, pesticides and
herbicides, paints, solvents, curing compounds and adhesives from construction operations. (Schedule A.7.e.i.(2))

Implement the following BMPs when applicable: written spill prevention and response procedures, employee training
on spill prevention and proper disposal procedures, spill kits in all vehicles, regular maintenance schedule for vehicles
and machinery, material delivery and storage controls, training and signage, and covered storage areas for waste
and supplies. (Schedule A. 7.e.iii.)

Use water, soil—binding agent or other dust control technique as needed to avoid wind—blown soil. (Schedule A
7.a.iv)

The application rate of fertilizers used to reestablish vegetation must follow manufacturer's recommendations to
minimize nutrient releases to surface waters. Exercise caution when using time—release fertilizers within any
waterway riparian zone. (Schedule A.9.b.iii)

If an active treatment system (for example, electro—coagulation, flocculation, filtration, etc.) for sediment or other
pollutant removal is employed, submit an operation and maintenance plan (including system schematic, location of
system, location of inlet, location of discharge, discharge dispersion device design, and a sampling plan and
frequency) before operating the treatment system. Obtain plan approval before operating the treatment system.
Operate and maintain the treatment system according to manufacturer's specifications. (Schedule A.9.d)

Temporarily stabilize soils at the end of the shift before holidays and weekends, if needed. The registrant is
responsible for ensuring that soils are stable during rain events at all times of the year. (Schedule A 7.b)

As needed based on weather conditions, at the end of each workday soil stockpiles must be stabilized or covered,
or other BMPs must be implemented to prevent discharges to surface waters or conveyance systems leading to
surface waters. (Schedule A 7.e.ii.(2))

Construction activities must avoid or minimize excavation and bare ground activities during wet weather. (Schedule
A.7.a.i)

Sediment fence: remove trapped sediment before it reaches one third of the above ground fence height and before
fence removal. (Schedule A.9.c.i)

Other sediment barriers (such as biobags): remove sediment before it reaches two inches depth above ground
height and before BMP removal. (Schedule A.9.c.i)

Catch basins: clean before retention capacity has been reduced by fifty percent. Sediment basins and sediment
traps: remove trapped sediments before design capacity has been reduced by fifty percent and at completion of
project. (Schedule A.9.c.iii& iv)

Within 24 hours, significant sediment that has left the construction site, must be remediated. Investigate the cause
of the sediment release and implement steps to prevent a recurrence of the discharge within the same 24 hours.
Any in—stream clean—up of sediment shall be performed according to the Oregon Division of State Lands required
timeframe. (Schedule A.9.b.i)

The intentional washing of sediment into storm sewers or drainage ways must not occur. Vacuuming or dry
sweeping and material pickup must be used to cleanup released sediments. (Schedule A.9.b.ii)

The entire site must be temporarily stabilized using vegetation or a heavy mulch layer, temporary seeding, or other
method should all construction activities cease for 30 days or more. (Schedule A.7.f.i)

Provide temporary stabilization for that portion of the site where construction activities cease for 14 days or more
with a covering of blown straw and a tackifier, loose straw, or an adequate covering of compost mulch until work
resumes on that portion of the site. (Schedule A.7.f.ii)

Do not remove temporary sediment control practices until permanent vegetation or other cover of exposed areas is
established. Once construction is complete and the site is stabilized, all temporary erosion controls and retained
soils must be removed and disposed of properly, unless doing so conflicts with local requirements. (Schedule
A.8.c.iii(1) and D.3.c.ii and iii)

Rev. 12/15/15 By: Krista Ratliff

YEAR: 25 | '25 | 25 | 25 | '26 | '26 | '26 | '26 | '26 | '26 | '26 | '26
MON TH: 09 10 1" 12 01 02 03 04 05 06 07 08
CLEARING X X X

EXCAVATION X X X X X X X X X

GRADING X X X X X X X X X

CONSTRUCTION X X X X X X X X X X X X
SEDIMENT CONTROLS:

Silt Fencing X X X X X X X X X X X X
Sediment Traps X X X X X X X X X X X X
Sediment Basins

Storm Inlet Protection X X X X X X X X X X X X
Drainage Swales

Check Dams

Contour Furrows

Terracing

Pipe Slope Drains
Rock Outlet Protection

Gravel
Construction Entrance

Grass—lined Channel (Turf

Reinforcement Mats)

Protection of trees with
construction fences

Temporary Seeding and

Planting
Permanent Seeding and
. X X
Planting
Other:
CONTROL MEASURE PHASE 1 PHASE 2 PHASE 3 PHASE 4 PHASE 5
Silt Fencing X X X X
Construction Entrance
Sediment Traps X X X X X
Storm Inlet Protection X X X X
Concrete Washout
Rock Outlet Protection X X
Permanent Seeding and X
Planting
Phase 1: Prior to Ground Disturbance
Phase 2: After Completion of Rough Grading
Phase 3: After Installation of Storm Facilities
Phase 4: After Paving & Construction
Phase 5: After Project Completion and Cleanup

INSPECTION FREQUENCY FOR BMP

Site Condition
1. Active period

Minimum Frequency

Daily when stormwater runoff, including runoff from
snowmelt, is occurring.

At least once every 14 days, regardless of whether
stormwater runoff is occurring.

Once to ensure that erosion and sediment control
measures are in working order. Any necessary
maintenance and repair must be made prior to
leaving the site.

2. Prior to the site becoming inactive
or in anticipation of site inaccessibility.

3. Inactive periods greater than seven
(14) consecutive calendar days

Once every month.

4. Periods during which the site is
inaccessible due to inclement weather

If practical, inspections must occur daily at a
relevant and accessible discharge point or
downstream location.

S. Periods during which discharge is
unlikely due to frozen conditions

Monthly. Resume monitoring immediately upon melt,
or when weather conditions make discharge likely.

BMP Rationale
A comprehensive list of available Best Management Practices (BMP) options based
on DEQ's 1200—C Permit Application and ESCP Guidance Document has been reviewed to complete this
Erosion and Sediment Control Plan. Some of the above listed BMPs were not chosen because they
were determined to not effectively manage erosion prevention and sediment control for this project
based on specific site conditions, including soil conditions, topographic constraints, accessibility to the
site, and other related conditions. As the project progresses and there is a need to revise the ESCP,
an Action Plan will be submitted.

SOIL TYPE(S): PER MARION CO. SOIL SURVEY THE SITE SOILS INCLUDE, "NEKIA SILTY CLAY LOAM, 7 TO 12 PERCENT

SLOPES”
EROSION HAZARD: PER MARION CO. SOIL SURVEY EROSION HAZARD RANGE IS "MODERATE”
SITE AREA: 4.26 Ac

DISTURBANCE AREA: 0.35 Ac

SUPPLEMENTAL WESTECH NOTES:

1.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

30.

Erosion control measures shall be maintained in such a manner as to ensure that sediment and sediment—laden
water does not enter the drainge system, roadways, or violate applicable water quality standards.

The erosion control construction, maintenance, replacement and upgrading of the erosion control facilities is the
responsibility of the Contractor until all construction is completed and approved, and permanent erosion control
(i.e. vegetation/landscaping) is established on all disturbed areas.

All recommended erosion control procedures are dependent on construction methods, staging, site conditions,
weather and scheduling. During the construction period, erosion control facilities shall be upgraded as necessary
due to unexpected storm events and to ensure that sediment and sediment laden water does not leave the site.

The Contractor is responsible for control of sediment transport within project limits. |If an installed erosion
control system does not adequately contain sediment on site, then the erosion control measures shall be
adjusted or supplemented by the Contractor as necessary to ensure that sediment laden water does not leave
the site. Additional measures shall be provided as required to ensure that all paved areas are kept clean for
the duration of the project. Additional interim measures will include, at a minimum, installation of silt fences in
accordance with the details shown on the drawings. These measures shall be installed along all exposed
embankments and cut slopes to prevent sediment transport.

All existing and newly constructed storm inlets and drains shall be protected until pavement surfaces are
completed and/or vegetation is established.

Erosion control facilities and sediment fences on active sites shall be inspected by the Contractor at least daily
during any period with measurable precipitation. Any required repairs or maintenance shall be completed
immediately. The erosion control facilities on inactive sites shall be inspected and maintained by the Contractor
a minimum of once a month or within 24 hours following the start of a storm event.

All catch basins and conveyance lines shall be cleaned prior to paving. The cleaning operation shall not flush
sediment—Iladen water into the downstream system. The Contractor shall remove all accumulated sediment from
all impacted catch basins and storm pipes prior to acceptance by the Owner.

The Contractor is solely responsible for protection of all adjacent property and downstream facilities from erosion
and siltation during project construction. Any damage resulting from such erosion and siltation shall be
corrected at the sole expense of the Contractor.

The Contractor shall provide site watering as necessary to prevent wind erosion of fine—grained soils.

Unless otherwise indicated on the drawings, all temporary erosion control facilities, including sediment fences, silt
sacks, bio—bags, etc. shall be removed by the Contractor within 30 days after permanent landscaping/vegetation
is established.

Sediment fences shall be constructed of continuous filter fabric to avoid use of joints. When joints are
necessary, filter cloth shall be spliced together only at a support post, with a minimum 6—inch overlap, and both
ends securely fastened to a post.

Sediment fence shall be installed per drawing details. Sediment fences shall have adequate support to contain all
silt and sediment captured.

The standard strength filter fabric shall be fastened securely to stitched loops installed on the upslope side of
the posts, and 6 inches of the fabric shall be extended into the trench. The fabric shall not extend more than
30 inches above the original ground surface. Filter fabric shall not be stapled to existing trees.

Bio—filter bags shall be clean 100 percent wood product waste. Bags shall be 18—inch x 18—inch x 30—inch,
weigh approximately 45 Ibs., and be contained in a bag made of 1/2—inch plastic mesh.

Sediment barriers shall be maintained until the up—slope area has been permanently stabilized. At no time shall
more than 10—inches of sediment be allowed to accumulate behind sediment fences. No more than 2 inches of
sediment shall be allowed to accumulate behind bio—filter bags. Sediment shall be removed prior to reaching the
above stated depths. New sediment barriers shall be installed uphill as required to control sediment transport.

Stabilized construction entrances shall be installed at the beginning of construction and maintained for the
duration of the project. Additional measures may be required to ensure that all paved areas are kept clean for
the duration of the project.

The Contractor shall verify that all trucks are well sealed when transporting saturated soils from the site. Water
drippage from trucks transporting saturated soils must be reduced to less than 1 gallon per hour prior to
leaving the site.

The entrance shall be maintained in a condition that will prevent tracking or flow of mud onto the public
right—of—way or approved access point. The entrance may require periodic top dressing as conditions demand,
and repair and/or cleanout of any structures used to trap sediment.

All materials spilled, dropped, washed, or tracked from vehicles onto roadways or into storm drains must be
removed immediately, and the Contractor shall provide protection of downstream inlets and catch basins to
ensure sediment laden water does not enter the storm drain system.

Temporary grass cover measures must be fully established by October 15th, or other cover measures (ie. erosion
control blankets with anchors, 3—inches minimum of straw mulch, 6 mil HDPE plastic sheet, etc.) shall be in
place over all disturbed soil areas until April 30th. To establish an adequate grass stand for controlling erosion
by October 15th, it is recommended that seeding and mulching occur by September 1st. Straw mulch, if used,
shall not leave any bare ground visible through the straw.

Minimum wet weather slope protection. For slopes steeper than 3H:1V but less than 2H:1V, use Tensar/North
American Green Type S150 erosion control blanket. For slopes 2H:1V or steeper, use Tensar/North American
Green Type SC150 erosion control blanket. Use a minimum of 2—inches straw mulch or Tensar/North American
Green Type S150 for slopes flatter than 3H:1V. Slope protection shall be placed on all disturbed areas
immediately after completion of each section of construction activity, until the erosion control seeding has been
established. As an option during temporary or seasonal work stoppages, a 6—mil HDPE plastic sheet may be
placed on exposed slopes. The plastic sheet shall be provided with an anchor trench at the top and bottom of
the slope, and shall be sandbagged on the slopes as required to prevent damage or displacement by wind.

Permanent erosion control vegetation on all embankments and disturbed areas shall be re—established as soon as
construction is completed.

Soil preparation. Topsoil should be prepared according to landscape plans, if available, or recommendations of
grass seed supplier. It is recommended that slopes be textured before seeding by rack walking (ie. driving a
crawling tractor up and down the slopes to leave a pattern of cleat imprints parallel to slope contours) or other
method to provide stable areas for seeds to rest.

When used, hydromulch shall be applied with grass seed at a rate of 2000 |bs. per acre between April 30 and
June 10, or between September 1 and October 1. On slopes steeper than 10 percent, hydroseed and mulch shall
be applied with a bonding agent (tackifier). Application rate and methodology to be in accordance with seed
supplier recommendations.

When used in lieu of hydromulch, dry, loose, weed free straw used as mulch shall be applied at a rate of 4000
Ibs. per acre (double the hydromulch application requirement). Anchor straw by working in by hand or with
equipment (rollers, cleat trackers, etc.). Mulch shall be spread uniformly immediately following seeding.

When conditions are not favorable to germination and establishment of the grass seed, the Contractor shall
irrigate the seeded and mulched areas as required to establish the grass cover.

Seeding. Recommended erosion control grass seed mix is as follows. Dwarf grass mix (low height, low
maintenance) consisting of dwarf perennial ryegrass (80 % by weight), creeping red fescue (20 % by weight).
Application rate shall be 100 |bs. per acre minimum.

Grass seed shall be fertilized at a rate of 10 Ibs. per 1000 S.F with 16— 16—16 slow release type fertilizer.
Development areas within 50 feet of water bodies and wetlands must use a non—phosphorous fertilizer.

Prior to starting construction contractor shall acquire the services of a DEQ Certified Erosion and Sediment
Control Inspector and shall submit an "Action Plan” to DEQ indentifying their names, contact information, training
and experience as required in Schedule A.6.b.i—ii of the 1200—C Permit

Contractor shall submit "Notice of Termination” to DEQ to end the 1200—C permit coverage once all soil
disturbance activities have been completed and final stabilization of exposed soils has occured.
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